
 

VINCKE HYDRAULIC HOSES                  

Medium Pressure

Washer Hoses

VINCKE WH-13

One Wire Braid Water Hose 

WASH-1SC

Code Inside Ø Braid Ø Outside Ø
Minimum 

Bend Radius
Weight

Dash Size inch mm mm mm bar psi bar psi mm g/m
1304 4 1/4" 6,4 10,5 12,5 1000 14500 250 3625 35 194

1305 05 5/16” 8 11,5 13,6 1000 14500 250 3625 85 200

1306 06 3/8” 9,5 13,6 15,5 1000 14500 250 3625 90 260

1308 08 1/2" 12,7 17 19 1000 14500 250 3625 130 345

Construction:    Tube: Oil, detergents and hot water resistant synthetic rubber

Reinforcement: 1 high tensile steel wire braid

Wrapped cover: weather, abrasion and ozone, resistant synthetic rubber

Temperature range: -40°C + 150°C Max

High Pressure

Washer Hoses

VINCKE WH-23

Two Wire Braid Water Hose 

WASH-2SC

Code Inside Ø Braid Ø Outside Ø
Minimum 

Bend Radius
Weight

Dash Size inch mm mm mm bar psi bar psi mm g/m
2304 04 1/4” 6,4 11,3 13,4 1600 23200 400 5800 75 285

2305 05 5/16” 8 12,9 15 1600 23200 400 5800 85 335

2306 06 3/8” 9,5 15 17,1 1600 23200 400 5800 90 420

2308 08 1/2" 12,7 18,6 20,7 1600 23200 400 5800 130 575

Construction:    Tube: Oil, detergents and hot water resistant synthetic rubber

Reinforcement: 2 high tensile steel wire braid

Wrapped cover: weather, abrasion and ozone, resistant synthetic rubber

Temperature range: -40°C + 150°C Max

Nominal Ø Burst Pressure
Max. Working 

Pressure

Nominal Ø Burst Pressure
Max. Working 

Pressure

             


